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BOILER TECHNICAL DATA

Marking 150 180 220 250 300

Full load output Btu 510,000 610,000 750,000 850,000 1,000,000

Partial load output Btu 137,000 154,000 188,000 222,000 256,000

Boiler efficiency at full load % 85-90 85-90 85-90 85-90 85-90

Boiler class (ASME) IV IV IV IV IV

Water
Water volume gal 100 110 122 132 182

Diameter of the water connection in 3 3 3 3 4

Hydraulic-pressure drop of the boiler at
the temperature fall 35 °F

mbar 65 73 80 87 95

Boiler operating temperature °F 140-240 140-240 140-240 140-240 140-240

Minimum return water temperature °F 135 135 135 135 135

Maximum operational pressure psi 30 30 30 30 30

Test pressure psi 75 75 75 75 75

Temperature of furnace °F 1650 – 2000

Pressure of furnace in (H2O) - 0.016 - 0.016 - 0.016 - 0.016 - 0.016

Required draught of the chimney in (H2O) 0.08 0.08 0.08 0.08 0.08

Requirement for the forced draught Yes Yes Yes Yes Yes

Exhaust temperature at full load °F 430 430 430 430 390

Exhaust temperature at partial load °F 280 280 280 280 250

Flue gas output at full load lbs/h 760 860 960 1040 1150

Flue gas output at partial load lbs/h 200 230 260 280 310

Flue diameter in 9 9 9 9 12

Chimney diameter in 10 10 10 10 14

Type of chimney Moisture-resistant

Fuel

Maximal size in 1 1 1 1 1

Maximal moisture % 30 30 30 30 30

Electrical installation

Connector 230V, 60 Hz, 3-phase
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BOILER TECHNICAL DATA

Marking 350 400 450 500

Full load output Btu 1,200,000 1,400,000 1,500,000 1,700,000

Partial load output Btu 310,000 340,000 400,000 480,000

Boiler efficiency at full load % 85-90 85-90 85-90 85-90

Boiler class (ASME) % IV IV IV IV

Water

Water volume gal 195 210 225 240

Diameter of the water connection „ 4 4 4 4

Hydraulic-pressure drop of the boiler
at the temperature fall 35 °F

mbar 102 110 122 130

Boiler operating temperature °F 140-240 140-240 140-240 140-240

Minimum return water temperature °F 135 135 135 135

Maximum operational pressure psi 30 30 30 30

Test pressure psi 75 75 75 75

Temperature of furnace °F 1650 – 2000

Pressure of furnace in (H2O) - 0.016 - 0.016 - 0.016 - 0.016

Required draught of the chimney in (H2O) 0.08 0.08 0.08 0.08

Requirement for the forced draught Yes Yes Yes Yes

Exhaust temperature at full load °F 430 430 430 430

Exhaust temperature at partial load °F 280 280 280 280

Flue gas output at full load lbs/h 1260 1370 1480 1590

Flue gas output at partial load lbs/h 330 360 400 420

Flue diameter in 12 12 12 12

Chimney diameter in 14 14 14 14

Type of chimney Moisture-resistant

Fuel

Maximal size in 1 1 1 1

Maximal moisture % 30 30 30 30

Electrical installation
Power connection 230V, 60 Hz, 3-phase,

Specifications are subject to change without notice


